
TECHNICAL FEATURES 
/ CARATTERISTICHE TECNICHE

VALUE 
/ VALORE

Fluids compatible 
/ fluidi compatibili

water and water/glycol mixtures (30%).

Max pressure 
/ pressione massima

12 bar - 174 psi

Working pressure
/ pressione di esercizio

8 bar - 116 psi

Temperature rating max
/ temperatura massima 

110°C (230°F) water (no steam)

Connection
/ connessioni

3/8” / 1/2”

MATERIALS
/ MATERIALI

1 Brass CW617N - DIN EN 12165

2 Polypropylene

3 Norylic Resin

4 Stainlees Steel

5 NBR 50 Shore

6 NBR 70 Shore

7 Brass CW617N - DIN EN 12165

8 Polyacetalic

9 Polypropylene 

CODE SIZE

VA009500300N 3/8”

VA009500500N 1/2”

SIZE A H B SW

3/8” 39 78 8.8 22

1/2” 39 80 10.5 22

•	 Lo sfiato automatico dell’aria spurga l’aria dai sistemi riempiti di liquido. È 

progettato per l’uso su sistemi idronici chiusi.

•	 Non deve essere utilizzato su sistemi contaminati da olio o additivi a base di 

petrolio o in presenza di vapori.

•	 La temperatura massima è di 110 °C (230 °F), la pressione strutturale massi-

ma è di 12 bar (174 psi).

/ SUGGERIMENTI DI UTILIZZO

Comisa S.p.A. reserves the right to make improvements and changes to products and related technical data at any time and without notice.
Comisa S.p.A. si riserva il diritto di apportare miglioramenti e modifiche a prodotti e relativi dati tecnici in qualsiasi momento e senza preavviso.
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APPLICATION

•	 The automatic air vent purges air from liquid-filled systems. It is designed 

for use on closed hydronic systems.

•	 It is not used on systems contaminated with oil or petroleum based addi-

tives or on steam.

•	 The maximum temperature is 110°C (230°F), the maximum structural pres-

sure 12 bar (174 psi).


