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2 DATA SHEET - SCHEDA TECNICA

TECH. CODE CODE SIZE DN PRESSURE

NR0657005000 8821681 1/2” 15 16 bar

NR0657010000 8821683 1” 25 12 bar

NR0657012000 8821684 1 1/4” 32 10 bar

NR0657015000 8821685 1 1/2” 40 10 bar

NR0657020000 8821686 2” 50 10 bar

TECH. CODE CODE SIZE DN PRESSURE

NR0658005000 8821688 1/2” 15 16 bar

NR0658010000 8821690 1” 25 12 bar

657 - TENUTA NBR 658 - TENUTA METALLICA

1/2” 1” 1 1/4” 1 1/2” 2”

DN 15 25 32 40 50

A 43 62 72 81 94

B 50 66 76 86 100,2

C 35 42 47 54 61

D 9,5 13 13 13 13,5

E 8 11,5 11,5 14,5 13

kg/cm² bar 16 12 10 10 10

LBS - psi 232 174 145 145 145

/ INGOMBRI

/ VOCI DI CAPITOLATO

Corpo in ottone.

O-ring tappo superiore in NBR.

O-ring del tappo laterale in NBR.

Battente in ottone.

Temperature minima e massima di esercizio: 0°C, 90°C.

Attacchi filettati ISO228 (equivalente a DIN EN ISO 228 e BS EN ISO 228).

Disponibile da 3/8” a 2” con tenuta in NBR, da 3/8” a 4” con tenuta in metallo.

OVERALL DIMENSIONS

TENDER SPECIFICATIONS

Body in brass.

O-ring for upper plug in NBR.

O-ring of the side plug in NBR.

Plate in brass.

Minimum and maximum working temperatures: 0°C, 90°C.

Threads: ISO 228 (equivalent to DIN EN ISO 228 and BS EN ISO 228). 

Available 3/8” through 2” with NBR seat, 3/8” through 4” with metal seat. 
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657 - TENUTA NBR

658 - TENUTA METALLICA

/ MATERIALI
MATERIALS

REF. DESCRIPTION MATERIALS

1. Body BRASS CW617N

2. End adapter BRASS CW617N

3. O-ring NBR

4. Plate BRASS CW617N

5. Cap BRASS CW614N

6. O-ring NBR

7. Pin BRASS CW614N

REF. DESCRIPTION MATERIALS

1. Body BRASS CW617N

2. End adapter BRASS CW617N

3. O-ring NBR

4. Plate BRASS CW617N

5. Washer NBR

6. Washer BRASS CW508L

7. Screw BRASS CW508L

8. Cap BRASS CW614N

9. O-ring NBR

10. Pin BRASS CW614N



Comisa S.p.A. reserves the right to make improvements and changes to products and related technical data at any time and without notice.
Comisa S.p.A. si riserva il diritto di apportare miglioramenti e modifiche a prodotti e relativi dati tecnici in qualsiasi momento e senza preavviso.

/ PERDITE DI CARICO (ACQUA)

/DIAGRAMMA PRESSIONE MINIMA NECESSARIA ALL’APERTURA DELLA VALVOLA / DIAGRAMMA PRESSIONE-TEMPERATURA

/ L’apertura della valvola è data dalla diversa pressione tra i due lati del piatto di chiusura.

I valori indicati dalle linee di caduta indicano il limite massimo di impiego delle valvole. I valori 

mostrati sono approssimativi.

LOSS DIAGRAMM (WITH WATER)

DIAGRAM OF THE MINIMUM PRESSURE NEEDED TO GET THE VALVES OPENING PRESSURE-TEMPERATURE DIAGRAM

KV SIZE

3,6 1/2”

23 1”

35 1 1/4”

56 1 1/2”

86 2”

The opening of the valve is given by the different pressure between the two sides of the seat. The values shown by the dropping lines state the maximum limit of employment of the valves. 

The shown values are approximate.


